
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A Rugged Chassis  

 
The RockMaster features a durably construted 

chassis. A well designed structure is the key 

element to a long lasting drill rig.  The unique 

design and construction of the RockMaster 

chassis offers superior durability and 

maximum flexibility for maintenance. 

 

 

 

 

 

 

 

 

Traction 
  

A strong undercarriage track frame with 

independent oscillation ( 10 )   has been 

integrated to the structure permitting drilling 

in most rough terrains conditions. 

 

 

 

 

 

 

 

 

 

 

 

 

 
Improving stability 

with a flexible track 

frame. 

Special Features  
 

Introducing the Novamac RockMasteréThe 

global rock drilling solutioné 

 

 
 

 

More versatile, more power and greater 

drilling performances achieved by enhanced 

movements of the boomé 

 

 

 

 

 

 

Boom swing : 30°  

Boom tilt: +45 °to -15°  

Boom dump: +75° to ð45°  

Boom oscillation (A) : 30°  

Boom oscillation (B): +30° to 75° 

Boom tilt 

Boom dump 

Boom swing 

Boom 

oscillation 

A 

B 

A Versatile, High Performance Drill  Rig  

for Surface Miningé 

   Finallyé You Have a Solid Optioné 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Feel the comfort 

 
Though doesnõt have to be rough! 

The noiseless thermal cabin is mounted on 

the chassis to offer an enhanced vision of the 

operations resulting in a safer environment. 
 

 
 

 
 

 

 
 

 

 
  
Whinch 

A powerful winch can be installed on demand.  
 

Gain acces to severe 

rock cliffs with a winch 

that has a pulling 

capabitlity of 45 000 

lbs (200 kN). 

Feed Mast 

  
From itõs unique conception, the RockMaster 

feed system provides superior rigidity resulting  

in high drilling accuracy from 3 in (73 mm) to 8 

¾ in (222 mm). The ultra rigid feed beam has 

been specifically conceived to provide a long 

lasting drilling service. 

 

 

 

 
 

 

 

 

 

A complete drill 

table including the 

pick-up pot, the 

drill rod centralizer, 

a hydraulically 

acitvated pipe 

wrench and a 

automatic greaser. 

The flexible 

carousel can 

handle 6 steel 

rods. The cups 

can be mounted 

for several 

specifications of 

the rods. 

A powerful 

optional break-out 

system for a 

smooth handling 

of the rods. 

A strong hydraulic top 

drive mounted on an 

adjustable slide. 

An advanced, ultra 

rigid sheet metal 

plated feed boom 

minimizing 

deflections during 

drilling. 


